
 

 
 

picoDNA Single Bead Dispenser V2 - User Instructions 
 
 
Getting Started 
 

1.​ Prepare a standard 50ml Falcon tube (not included). 
2.​ Add metal grinding beads to the tube (not included). 

              * Use beads of 3mm, 4mm, or 5mm diameter. 
              * Fill only to approximately 10ml volume (about 1/5 of the tube). 
              * Do not overfill as this may affect dispenser performance. 
 
Assembly 
 

1.​ Take the picoDNA Single Bead Dispenser V2. 
2.​ Insert the dispenser into the 50ml tube containing the beads. 
3.​ Screw the dispenser firmly into the tube until secure. 

 
Operation 
 

1.​ Shake the tube up and down to allow the beads to flow down to the dispensing 
channel, ensuring they're ready for dispensing. 

2.​ Position a microcentrifuge tube directly under the dispenser outlet. 
3.​ Press the release button once and a single bead will drop into the microcentrifuge tube. 
4.​ Repeat steps 2-3 as needed for additional tubes. 
5.​ If beads become stuck during use, shake the tube up and down again to restore proper 

bead flow to the channel. 
 
Benefits 
 

●​ Saves time by eliminating manual bead placement 
●​ Ensures consistent bead dispensing for reproducible results 
●​ Compatible with standard 50ml Falcon tubes for easy storage and handling 
●​ Specifically designed for laboratory sample disruption protocols 

 
Notes 
 

●​ Beads and tubes are not included with this device 
●​ This is an updated version of the Single Bead Dispenser with improved functionality 

 
For technical support, please contact picoDNA customer service (info@picodna.com). 
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